
 

 

 

SC-809 THUNDERFLASH 

 

SC-809 Thunderflash 
The HFI Pyrotechnics proprietary 
Thunderflash is designed for battlefield 
training exercises. It simulates battle 
conditions by generating a loud report and 
a visible flash. Manual striker ignition and 
delay allows the user to ignite and throw 
the Thunderflash into position before the 
report and flash. FE
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TECHNICAL DATA 

Dimensions Length: 21.5 cm 
Diameter: 3.3 cm 

Weight 75 g 
Explosive Weight (NEQ) 2.5 g 
Ignition Friction match with 6-8 

second delay 
Sound Output 100 dB at 15 meters 
Shelf Life Three (3) years 
Service Life One (1) year 

PACKAGING 
Classification ARTICLES, PYROTECHNIC 

for technical purposes 
NSN # 1370-20-013-1460 
UN Number 0431 
Hazard Class 1.4G 
Number per Carton 5 cardboard inner boxes 

containing 10 units = 50 units 
per case 

Carton Dimensions 36.8 x 31.8 x 19.4 cm 
Gross Weight 4.5 kg 

 

FEATURES AND BENEFITS 
 Low shrapnel design 
 Improved compositional performance 

in sound and flash output 
 Standard training product 
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